
No Sweat
Prevents Condensation and
Sweating of Cold Surfaces

Appearance and odor........................ White liquid aerosol, Solvent odor.

Specific Gravity.................................. 1.136 estimated

VOC% .............................................. 87.82 % estimated

Net Wt. ............................................. 15 oz.

Omega Industrial Supply, Inc.
Fairfield, CA 94534

1-800-571-7347 www.onlyomega.com Fax: 707-864-8134

Areas of Use:

*Cold Water Pipes

*Cold Air Ducts

*Industrial Application

*Condenser Lines

*Hospitals

*Cold Storage Lockers

*Restaurants
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NO SWEAT is a white aerosol insulating sealant that pre-

vents condensation and sweating on cold water pipes,

condensers, valves and pipe fittings; stopping damage

caused by dripping water. Dries quickly to a clean white

insulation and provides an excellent repair for wrap-

around type insulation. Convenient aerosol spray can

allows for application in hard to reach areas and NO

SWEAT easily conforms to irregular surfaces. Also excel-

lent for use in conjunction with wrap-around sleeve or

foam type insulation. Adheres to stainless steel, black

iron, copper, brass, galvanized and PVC. When pipes

above dropped ceilings have caused stains on acoustical

ceiling tiles, use Omega’s ACOUSTA TILE to seal in and

remove stains from the ceiling tile, after treating sweating

pipes with NO SWEAT to avoid re-staining. NO SWEAT

is non-flammable and paintable when dry.

Directions: Shake before and during use. For best

results use several thin coats, allowing each coat to dry

between applications.


