
Rust X Q
Rust Converter Liquid

Appearance & Odor.......................... Beige, opaque emulsion liquid with bland odor
Specific Gravity/Density.................. 1.06 g/ml
VOC................................................ < = 3%
Net Contents................................... 1 Qt.

Omega Industrial Supply, Inc.
Fairfield, CA 94534

1-800-571-7347 www.onlyomega.com Fax: 707-864-8134
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RUST X Q chemically neutralizes rust and leaves a tough,
long term, rust preventative coating. Early prevention to
keep rust spots from spreading will allow you to retain
much of the strength of the metal and avoid costly replace-
ment. RUST X Q seals, protects and prolongs the life of fer-
rous metal. No major surface preparation is required
because only the loose rust is removed eliminating the
need for scraping or sand blasting. Upon application, rust-
ed area turns to a protective finish which can be painted if
desired. Excellent for treating spots before they become an
issue. For maximum protection use Omega’s ARMOR
COAT stainless steel coating to coat new metal as well as
areas that have been treated with RUST X Q.

Directions: Surface must be clean and dry. To ensure
removal of grease and oil residue, clean with Omega’s MEGA
POWER degreaser prior to application. Remove loose rust
with wire brush or sand paper. Apply a thin, even coating onto
the rusted metal. A second application is recommended after
first coat is dry.

Areas of Use:
*Hotels
*Schools
*Cities
*Counties
*Amusement Parks

*Stadiums
*Apartments
*Retirement Homes
*Public Buildings


